
STATE OF UTAH FORM 3
DEPARTMENT OF NATURAL RESOURCES

AMENDED REPORT ODIVISION OF OIL, GAS AND MINING (highlight changes)

APPLICATION FOR PERMIT TO DRILL
UMNERAL6L4 ENO.: 6. SURFACE:

1A. TYPEOFWORK: DRILL Ë REENTER O DEEPEN O 7. [FIND1AN,ALLOTTEEORTRIBENAME:

N/A
B. TYPE OF WELL: OlLO GAS00 OTHER SINGLEZONEÛ MULTIPLEZONE O 8. UNIT or CA AGREEMENT NAME:

N/A
2. NAME OF OPERATOR: 9. WELL NAME and NUMBER:

Gasco Production Company Desert Spring Federal #32-1-10-18
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

8 Inverness DriveEast, Suite 100, Englewood,CO80112 303-483-0044 ÊAR$ Ô¾Ñ
4. LOCATION OF WELL (FOOTAGES) 5 M a x / ;C V42572 29 M R/QTR, SECTION, TOWNSHIP, RANGE

AT SURFACE: 261T FNLand 2472' FEL Sec.1, T10S-R18E
AT PROPOSED PRODUCING ZONE: SWNE

14. DISTANCE IN MILES AND DlRECTION FROM NEAREST TOWN OR POST OFFlCE: 12. COUNTY: 13. STATE:

Approcimately25.3milessouthofMyton,UT Uintah Utah
15. DISTANCE TO NEAREST PROPERTY OR LEASE LINE (FEET) 16. NUMBER OF ACRES IN LEASE: 17. NUMBER OF ACRES ASSlGNED TO THlS WELL:

20' 359.94 40 Acres; SWNE
18. DISTANCE TO NEAREST WELL (DRILLING, COMPLETED, OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION:

APPLlED FOR) ON THIS LEASE (FEET):

None 12,285' Bond#UT-1233
21. ELEVATIONS (SHOW WHETHER DF, RT. GR, ETC.): 22. APPROXIMATE DATE WORK WILL START: 23. ESTIMATED DURATION:

4772' GL ASAP 35 Days

24. PROPOSEDCASINGANDCEMENTINGPROGRAM
SIZE OF HOLE CASlNG SlZE, GRADE, AND WEIGHT PER FOOT SETTING DEPTH CEMENT TYPE, QUANTITY, YlELD, AND SLURRY WElGHT

17-1/2" 13-3/8",H40,48# 200' 200sx PremiumType 5, 15.6 ppg,1.18yield
12-1/4" 8-5/8",J-55, 32# 3193' 520 sx Hi-Lift,11 ppg,3.91 yield&185 sx 10-2 RFC,14.2 ppg,1.63 yield
7-7/8" 4-1/2",P110,13.5# 12,285' 366sx Hi-Lift,11.5ppg, 3.05yield &1566sx 50-50Poz, 14.1ppg, 1.28yield

WWHübiniAL-TIGHTHOLE

25. ATTACHMENTS
VERIFY THE FOLLOWlNG ARE ATTACHED 1NACCORDANCE WlTH THE UTAH OIL AND GAS CONSERVATlON GENERAL RULES:

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PROGRAM

EVIDENCE OF DIVlSION OF WATER RIGHTS APPROVAL FOR USE OF WATER FORM 5, IF OPERATOR 1S PERSON OR COMPANY OTHER THAN THE LEASE OWNER

AGENT: PermitCoInc. AGENT'S PHONE NO.: 303-857-9999

NAME (PLEASE P NT) V909Ssa angmacher TITLE Agent IOr Gasco Production Company

SIGNATURE DATE May3, 2006

(This space for State use only)

API NUMBER ASSlGNED: APPR L:

(11/2001) FederalApproval of this
,
Gas ano r on Reverse Side)

Action is Necessary
DIV OF OIL,GAS & MINING



RR GASCO PRODUCTION COMPANY
T10S RiBE S.L.B.&M* * 18 19 Well location, FEDERAL#32-1-10-18,

EE located as shown in the SW 1/4 NE 1/4 .

"'°ss Cap-\ Of Section 1, T10S, R18E S.L.B.&M. UintahNB9°49'50"W
- 2644.54' (Meas.) NB9°54'J2"W

- 2643.65' (Meas.) \ T9S County, Utah.
Brass Cop 1910 Brass Cap T10 SPi/e of Stones

BASIS OF ELEVATION
SPOT ELEVATION AT THE NORTHWESTCORNER OFLOT 4 LOT 3 LOT 2 LOT 1 SECTION 6, T10S, R19E, S.L.B.&M. TAKEN FROM THE
MOON BOTTOM QUADRANGLE,UTAH, 7.5 MINUTEQUAD.
(TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
DEPARTMENTOF THE INTERIOR, GEOLOGICALSURVEY.
SAID ELEVATIONIS MARKED AS BEING 5011 FEET.

LOT 5

ss Cap EEDERAL ý'J2-1-10-18
-

.o - o
Elev. Ungraded Ground = 4772' S 8 - 8

LOT 6

SCALE

CERTIFICATE
THIS IS TO CERT1FY THAT THE ABOVE PLAT WAS PREPARED FROM
FIELD NOTES OF ACTUAL SURVEYS MADE BY ME OR UNDER MY
SUPERVISION AND THAT THE SAME ARE RUE AND CORRECTTO TW
BEST OF MY KNOWLEDGEAND B

LOT 7

REGISTEREQLAND SURVEY R
Brass C¤P REGISTRATION NO. 61.31
1.5' High STATE OF- UTAH

Brass Cap Brass Cap Pile of Stones
SB9°54'577

- 2642.64' (Mecs.) SB9°44'557
- 2638.72' (Meos.)

IINTAH ŠGINEERING & D SRVEYINGBASIS OF BEARINGS
85 SOUTH 200 EAST - VERNAL, UTAH 84078

BASIS OF BEARINGS IS A G.P.S. OBSERVATION.
(801) 789-1017

LEGEND: (AUTONOMOUS NAD 83) SCALE DATE SURVEYED: . DATE DRAWN:
LATITUDE =

39°58'22.72" (39.972978) 1" = 1000' 11-03-05 11--22-05
=

90° SYMBOL LONGITUDE=
109°50'28.96" (109.841378) PARTY REFERENCES

= PROPOSED WELL HEAD. (AUTONOMOUS NAD 27) J.W. B.S. P.M. G.L.O. PLAT
LATITUDE =

39°58'22.85" (39.973014) WEATHER FILEA = SECTION CORNERS LOCATED· LONGITUDE=
109°50'26.44" (109.840678) COOL GASCO PRODUCTION



PERilITC0

14421 County Rd. 10 • Ft. Lupton, Colorado 80621 • (303) 857-9999 • FAX (303) 857-0577 • E-MAIL Permitco l@aol com

May16,2006

Division of Oil,Gas & Mining
1594West NorthTemple,Suite1210
Box145801
SaltLakeCity,UT 84114-5801

Attn: DianaWhitney
Re: GascoProduction Company

Desert Sprinq Federal#32-1-10-18
261T FNLand2472' FEL
SWNESection1,T10S-R18E
UintahCounty,Utah

Diana,

Please notethat this location wasstakedat non-standard spacingin accordancewiththe rulesand
regulations ofthe Utah DivisionofOilGasand Mining.This was done for geologic considerations.Please
also note that Gasco Production Companyis the onlyworking interest ownerwithina 460foot radius.
Therefore,we request your administrativeapprovalofthis exceptionto spacing.

Ifyou shouldneed additionalinformation,please don't hesitate to contactme

Sincerely,

PE INC

Venessa Langmacher
Consultant for
GascoProduction Company

Enc.

cc: Gasco Production Company - Englewood,CO
ShawnElworthy- Roosevelt,



PElkIITC0

14421 County Rd 10 • Ft Lupton, Colorado 80621 • (303) 857-9999 • FAX (303) 857-0577 • E-MAIL Permitco l@aol com

May3, 2006

DivisionofOil,Gas &Mining
1594West NorthTemple,Suite1210
Box145801
Salt LakeCity,UT 84114-5801
Attn: Minerals

Re: Gasco Production Company
Desert SpringFederal #32-1-10-18
2617 FNLand2472' FEL
SWNESection1,T10S- R18E
UintahCounty,Utah

Gentlemen:

Enclosed please findonecopyoftheApplicationfor Permitto Drill,alongwithonecopyoftheOnshore
OrderNo.1 whichwasfiledwiththeBLMin Vernal,Utah.

Ifyou shouldneedadditionalinformation,pleasedon't hesitate tocontactme. Approvedcopiesofthe
A.P.D.shouldbe sent to Permitco Inc.at the address shownabove.

Sincerely,

P C

Venessa Langmacher
Consultant for
Gasco Production Company RECEIVED

Enc.

cc: GascoProduction Company- Englewood,CO DIVOFOIL,GAS&MIMNG
ShawnElworthy- Roosevelt,



CONFIDENTIAL- TIGHTHOLE

ONSHOREOIL&GASORDERNO.1

ApprovalofOperations on Onshore
Federaland IndianOil&Gas Leases

Desert Sprinq Federal #32-1-10-18
2617'FNLand 2472'FEL

SWNESection 1, T10S - R18E
UintahCounty,Utah

Prepared For:

GascoProduction Company

By:

PERMITCOINC.
14421CountyRoad 10

Ft. Lupton,Colorado 80621
303/857-9999

CopiesSent To:

3 - Bureauof Land Management- Vernal,UT
1 - UtahDivisionofOil,Gas&Mining- SLC,UT
2 - GascoProduction Company- Englewood,CO ‡ §
1 - Shawn Elworthy- Roosevelt, UT g e



APPLICATIONFORPERMITTODRL ORREENTER

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No 1, shall be attached to this form:

1. Well plat certified by a registered surveyor.
Attached.

2. A Drilling Plan
SeeAttached

3. A Surface Use Plan (if the location is on National Forest System Lands, the SUPO shall be filed with the Appropriate Forest

Service Office.
See Surface Use Plan Attached.

4. Bond to cover the operations unless covered by an existing bond on file (see Item 20).

Bond coveragefor thiswell is provided by GascoProduction Company undertheirBLMBond No.Bond #UT-1233.

5. Operator certification.
Please be advised that Gasco Production Company is considered to be the operator ofthe abovementionedwell.
Gasco Production Company agreesto be responsible under the termsand conditions ofthe lease for the operations
conducted upon the leased lands.

6. Such other site specific information and/or plans as may be required by the authorized



ONSHOREORDERNO.1 JNFIDENTIAL- TlGHTHOLE
GascoProductionCompany
DesertSprinqFederal#32-1-10-18 Lease No.UTU-76482
2617' FNLand 2472' FEL
SWNESec.1, T10S - R18E DRILLINGPROGRAM
UintahCounty,Utah Page 2

ONSHOREOIL&GASORDERNO.1
ApprovalofOperationson Onshore

FederalandIndianOiland Gas Leases

Allleaseand/orunitoperationswillbeconductedinsucha mannerthatfullcomplianceismadewithapplicable
laws,regulations(43CFR3100), OnshoreOilandGasOrderNo.1,andtheapprovedplanofoperations.The
operatorisfullyresponsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswillbe furnished
thefieldrepresentativeto insurecompliance.

1. ESTIMATEDTOPSOFIMPORTANTGEOLOGICMARKERS

Formation Depth Subsea

UintaFormation Surface Surface

Wasatch 4,835' -20'

Mesaverde 8,635' -3,820'

Castlegate 11,065' -6,250'

Blackhawk 11,305' -6,490'

SpringCanyon 11,985' -7,170'

TD 12,285' -7,470'

2. ESTIMATEDDEPTHOFANTICIPATEDWATER,OIL,GASORMINERALFORMATIONS:

Substance Formation Depth

Gas Wasatch 5,300'-8,635'

Gas Mesaverde 8,635'-11,065'

Gas Blackhawk 11,305'-11,900'

Allfreshwaterprospectivelyvaluablemineralsencounteredduringdrilling,willbe recorded
by depth and adequatelyprotected. Alloiland gas showswillbe testedto determine
commercialpotential. p Peg

PEIL



ONSHOREORDERNO.1 ouNFIDENTIAL- TIGHTHOLE

GascoProductionCompany
Desert Sprinq Federal #32-1-10-18 Lease No.UTU-76482

2617 FNLand2472'FEL
SWNESec. 1,T10S - R18E DRILLINGPROGRAM

UintahCounty,Utah Page 3

3. PRESSURECONTROLEQUIPMENT

GascoProductionCompany'sminimumspecificationsforpressurecontrolequipmentareas follows:

RamType: 11" Hydraulicdoublewithannular,5000psiw.p.

Ramtypepreventersandassociatedequipmentshallbe testedtoapprovedstackworkingpressure

if isolatedby test plug or to 70 percent of internalyieldpressure of casing. Pressure shallbe
maintainedforat least 10minutesoruntilrequirementsoftestaremet,whicheveris longer. Ifa test
plugis utilized,nobleed-offpressureisacceptable.Fora testnotutilizinga testplug,ifa declinein

pressureofmorethan10 percentin30 minutesoccurs,thetestshallbe consideredtohave failed.

Valveoncasinghead belowtestplugshallbe openduringtestofBOPstack.

Annulartypepreventers(ifused)shallbe testedto50 percentofratedworkingpressure.Pressure

shallbe maintainedat least 10 minutesor untilprovisionsoftestare met,whicheveris longer.

Asa minimum,theabovetestshallbe performed:

a. wheninitiallyinstalled;
b. wheneveranysealsubjecttotestpressure is broken
c. followingrelatedrepairs;and
d. at 30-dayintervals

Valvesshallbe testedfromworkingpressure sideduringBOPEtestswithalldownstreamvalves

open.

Whentestingthekilllinevalve(s)thecheckvalveshallbe heldopenortheballremoved.

Annularpreventersshallbe functionallyoperatedat leastweekly.

Pipeandblindramsshallbe activatedeachtrip,however,thisfunctionneed notbe performedmore
thanoncea day.

ABOPEpitleveldrillshallbe conductedweeklyforeachdrillingcrew.

Pressuretestsshallapplytoallrelatedwellcontrolequipment.

Alloftheabovedescribedtestsand/ordrillsshallbe recordedinthedrillinglog.

PEIL



ONSHOREORDERNO.1 oDNFIDENTIAL- TIGHTHOLE
GascoProductionCompany
Desert Sprinq Federal#32-1-10-18 Lease No.UTU-76482

2617 FNLand2472'FEL
SWNESec.1,T10S - R18E DRILLINGPROGRAM
UintahCounty,Utah Page 4

BOPsystemsshallbe consistentwithAPIRP53. Pressuretestswillbe conductedbeforedrillingout
fromundercasingstringswhichhave been set andcementedinplace. Blowoutpreventercontrols
willbe installedpriortodrillingthesurfacecasingplugandwillremaininuse untilthewelliscompleted
orabandoned.Preventerswillbe inspected and operatedat leastdailytoensuregoodmechanical
workingorder,andthisinspectionwillbe recordedonthe dailydrillingreport. Preventerswillbe
pressuretestedbeforedrillingcasingcementplugs.

TheDistrictOfficeshouldbe notified,withsufficientleadtime,inordertohavetheBLMrepresentative
on locationduringpressuretesting.

a. ThesizeandratingoftheBOPstackis shownon theattacheddiagram.Althougha righas
notbeen chosentodrillthiswell,mostoftheequipmentforthisdepthofholeintheareause
a 11",5000psiworkingpressureblowoutpreventor.

b. Achokelineanda killlinearetobe properlyinstalled.The killlineis nottobe used as a
fill-upline.

c. Theaccumulatorsystemshallhavea pressurecapacitytoprovideforrepeatedoperationof
hydraulicpreventers.

d. Drillstringsafetyvalve(s),tofitalltoolsinthedrillstring,aretobe maintainedonthe rigfloor
whiledrillingoperationsare inprogress.

4. PROPOSEDCASINGANDCEMENTINGPROGRAM:

a. The proposedcasingandcementingprogramshallbe conductedas approvedtoprotect
and/orisolateall usablewaterzones, potentiallyproductivezones, lostcirculationzones,
abnormallypressuredzones,andany prospectivelyvaluabledeposits of minerals.Any
isolatingmediumotherthancementshallreceiveapprovalpriortouse. Thecasingsetting
depthshallbe calculatedtopositionthecasingseatoppositea competentformationwhich
willcontainthe maximumpressureto which it willbe exposedduringnormaldrilling
operations. Determinationofcasing settingdepth shallbe based on allrelevantfactors,
including;presencelabsence of hydrocarbons;fracture gradients; usable water zones;
formationpressures;lostcirculationzones;otherminerals;orotherunusualcharacteristics.
Allindicationsofusablewatershallbe reported.

b. Casingdesignshallassume formationpressure gradientsof 0.44 to 0.50 psiper footfor
exploratorywells(lackingbetterdata).

PElk



ONSHOREORDERNO.1 odNFIDENTIAL- TlGHTHOLE

GascoProductionCompany
Desert Spring Federal #32-1-10-18 Lease No.UTU-76482

2617 FNLand2472'FEL
SWNESec.1,T10S-R18E DRILLINGPROGRAM

UintahCounty,Utah Page 5

c. Casingdesignshallassumefracturegradientsfrom0.70to1.00psiperfootforexploratory
wells(lackingbetterdata)

d. Casingcollarsshallhavea minimumclearanceof0.422inchesofallsidesinthehole/casing
annulus,withrecognitionthatvariancescanbe grantedforjustifiedexceptions.

e. Allwaitingoncementtimesshallbe adequatetoachievea minimumof500psicompressive
strengthat thecasingshoepriortodrillingout.

f. Allcasingexcepttheconductorcasing,shallbe neworreconditionedandtestedusedcasing
thatmeetsorexceeds APIstandardsfornewcasing.

g. Thesurfacecasingshallbe cementedbacktosurfaceeitherduringtheprimarycementjob
orby remedialcementing.

h. Allindicationsofusablewatershallbe reportedtotheauthorizedofficerpriortorunningthe
nextstringofcasingorbeforepluggingordersarerequested,whicheveroccursfirst.

i. Threecentralizerswillbe runon thebottomthreejointsofsurfacecasingwitha minimumof
onecentralizerperjointstartingwiththeshoejoint.

j. Topplugsshallbe usedto reducecontaminationofcementbydisplacementfluid.Abottom
plugorotheracceptabletechnique,suchas a suitablepreflushfluid,inner stringcement

method,etc.shallbe utilizedtohelpisolatethecementfromcontaminationbythemudfluid

beingdisplacedaheadofthecementslurry.

k. Allcasingstringsbelowtheconductorshallbe pressuretestedto0.22psiperfootofcasing
stringlengthor1500 psi,whicheverisgreater,but nottoexceed70 percentoftheminimum
internalyield.Ifpressuredeclinesmorethan10percentin30minutes,correctiveactionshall
be taken.

l. Onallexploratorywells,andonthatportionofanywellapprovedfora 5MBOPEsystemor
greater,a pressureintegritytestofeachcasingshoeshallbe performed.Formationat the
shoeshallbe testedtoa minimumofthemudweightequivalentanticipatedtocontrolthe
formationpressuretothenextcasingdepthorat totaldepthofthewell. Thistest shallbe
performedbeforedrillingmorethan20feet ofnewhole.

PEIL



ONSHOREORDERNO.1 oDNFlDENTIAL- TIGHTHOLE

GascoProductionCompany
DesertSprinq Federal #32-1-10-18 Lease No.UTU-76482

2617 FNLand2472'FEL
SWNESec.1,T10S- R18E DRILLINGPROGRAM
UintahCounty,Utah Page 6

m. The proposedcasingprogramwillbe as follows:

Purpose Depth HoleSize 0.D. Weight Grade Type New/Used

Conductor 0-200' 17-1/2" 13-3/8" 48# H-40 --- New

Surface 0-3,193' 12-1/4" 8-5/8" 32# J-55 ST&C New

Production 0-12,285' 7-7/8" 4-1/2" 13.5# P-110 LT&C New

n. Casingdesignsubjecttorevisionbased ongeologicconditionsencountered.

o. Thecementprogramwillbe as follows:

Conductor Typeand Amount

TOC@Surface 200 sx PremiumType5 @15.6ppg, 1.18 yield.

Surface TypeandAmount

TOC@Surface Lead:520sxHi-Lift@11.0 ppg,3.91cuft/sk.
Tail:185 sx 10-2RFC@14.2ppg,1.63 cuft/sk.

Production Typeand Amount

0-2,500' Lead:366sxHi-Lift@11.5ppg,3.05cuft/sk.
Tail:1566 sx50/50POZ@14.1ppg,1.28 cuft/sk.

p. Anticipatedcementtopswillbe reportedas to depth;nottheexpectednumberofsacksof
cementtobe used. The DistrictOfficeshouldbe notified,withsufficientleadtime,inorder
tohavea BLMrepresentativeon locationwhilerunningallcasingstringsandcementing.

q. Aftercementingbutbeforecommencinganytest,thecasingstringshallstandcementeduntil
thecementhas reacheda compressivestrengthofat least 500psiat theshoe. WOCtime
shallbe recordedinthedriller'slog.

r. Thefollowingreportsshallbe filedwiththeDistrictManagerwithin30 daysaftertheworkis
completed.

PEIL



ONSHOREORDERNO.1 »JNFIDENTlAL- TIGHTHOLE
GascoProductionCompany
Desert Sprinq Federal#32-1-10-18 Lease No.UTU-76482
2617 FNLand 2472' FEL
SWNESec. 1, T10S - Ri8E DRILLINGPROGRAM
UintahCounty,Utah Page 7

1. Progress reports,Form3160-5(formerly9-331)"SundryNoticesand Reportson
Wells",mustincludecompleteinformationconcerning:

a. Settingofeachstringofcasing,showingthesize,grade,weightofcasing
set,hole size,settingdepth, amountsandtypeofcementused, whether
cement circulatedor the top of thecementbehind thecasing,depth of
cementingtoolsused, casingtestmethodand results,andthe date work
was done. Showthespuddate onthefirstreportssubmitted.

b. Temperatureorbondlogsmustbe submittedforeachwellwherethecasing
cementwas notcirculatedtothesurface.

s. Auxiliaryequipmenttobe used is as follows:

1. Kellycock

2. Nobitfloatis deemed necessary.

3. Asub witha fullopeningvalve.

5. MUDPROGRAM

a. The proposedcirculatingmediumstobe employedindrillingareas follows:

Interval MudType MudWt. Visc. FIL pH

O'- 200' FreshWater 8.33 1 N/C 7

200' - 3,193' FreshWater 8.33 1 N/C 7-8

3,193' - TD FreshWater&DAP 9.0 - 11.5 30 - 40 12 - 20 8

Therewillbe sufficientmudon locationtocontrola blowoutshouldoneoccur.
Amudtestshallbe performedevery24 hoursaftermuddinguptodetermine,as applicable:
density,viscosity,gelstrength,staticfiltrationloss,andPh.

PEIL



ONSHOREORDERNO.1 odNFIDENTIAL- TIGHTHOLE

GascoProductionCompany
DesertSprinqFederal #32-1-10-18 Lease No.UTU-76482

2617' FNLand2472' FEL
SWNESec.1, T10S - R18E DRILLINGPROGRAM

UintahCounty,Utah Page 8

b. Mudmonitoringequipmentto be used is as follows:

1. Periodiccheckswillbe madeeachtourofthemudsystem. The mudlevelwillbe
checkedvisually.

c. Nochromateadditiveswillbe used inthemudsystemon Federaland/orIndianlandswithout

priorBLMapprovaltoensureadequateprotectionoffreshwateraquifers.

d. Nochemicalssubjectto reportingunderSARATitlelllinanamountequaltoorgreaterthan
10,000 pounds willbe used, produced,stored,transported,or disposed of annuallyin
associationwiththedrillingofthiswell. Furthermore,noextremelyhazardoussubstances,
as definedin40 CFR355, inthresholdplanningquantities,willbe used,produced,stored,
transported,ordisposedofinassociationwiththedrillingofthiswell.

e. The use ofmaterialsunderBLMjurisdictionwillconformto43 CFR3610.2-3.

6. EVALUATIONPROGRAM

The anticipatedtypeandamountoftesting,loggingandcoringareas follows:

a. Nodrillstemtestsareanticipated,however,ifDST'sarerun,thefollowingrequirementswill

be adheredto:

Initialopeningofdrillstemtest toolsshall be restrictedto daylighthours unless specific

approvaltostartduringotherhoursis obtainedfromtheauthorizedofficer.However,DST's

maybe allowedtocontinueatnightifthetestwas initiatedduringdaylighthoursandtherate
offlowis stabilizedandifadequatelightingis available(i.e.lightingwhichis adequatefor

visibilityandvapor-proofforsafeoperations).Packerscanbe released,buttrippingshallnot
beginbeforedaylight,unlesspriorapprovalis obtainedfromtheauthorizedofficer.Closed

chamberDSTsmaybe accomplisheddayornight.

ADSTthatflowstothesurfacewithevidenceofhydrocarbonsshallbe eitherreversedout
ofthetestingstringundercontrolledsurfaceconditions.Thiswouldinvolveprovidedsome
means forreversecirculation.
Separationequipmentrequiredfortheanticipatedrecoveryshallbe properlyinstalledbefore

a teststarts.



ONSHOREORDERNO.1 oJNFIDENTIAL- TIGHTHOLE
GascoProductionCompany
Desert Spring Federal#32-1-10-18 Lease No.UTU-76482

2617 FNLand 2472' FEL
SWNESec.1,T10S - R18E DRILLINGPROGRAM

UintahCounty,Utah Page 9

Allengineswithin100 feetofthewellborethatarerequiredto"run"duringthetestshallhave
sparkarrestersorwatercooledexhausts.

b. Theloggingprogramwillconsistofa SchlumbergerPlatformExpressorequivalenttobe run
fromTD - base ofsurfacecasing.

c. Nocoresareanticipated.

d. Whether the well is completedas a dry hole or as a producer,"WellCompletionand
RecompletionReportand Log"(Form3160-4)willbe submittednotlaterthan30 days after
completionofthewelloraftercompletionofoperationsbeingperformed,inaccordancewith
43 CFR 3164. Twocopies of all logs, coredescriptions,coreanalyses,well-testdata,
geologicsummaries,sampledescription,andallothersurveysordataobtainedandcompiled
duringthedrilling,workover,and/orcompletionoperations,willbe filedwithform3160-4.

Samples(cutting,fluids,and/orgases0willbe submittedwhenrequestedbytheauthorized
officer(AO).

e. Theanticipatedcompletionprogramwillbe totestPerformmultistageFracsandcompleteall
productiveBlackhawk,MesaverdeandWasatchzonespresentinwellbore.Produceallzones
commingled.

f. Dailydrillingandcompletionprogressreportsshallbe submittedto theBLMinVernalona
weeklybasis.

7. ABNORMALTEMPERATURESORPRESSURES

a. The expectedbottomhole pressureis 7371 psi.The maximumbottomhole temperature
anticipatedis 221degrees F.

b. Nohydrogensulfidegasisanticipated.Abnormalpressureswillbecontrolledwithmudweight
and5000#BOPandrotatinghead.

8. ANTICIPATEDSTARTINGDATESANDNOTIFICATIONOFOPERATIONS

a. Drillingwillcommenceimmediatelyuponapprovalofthisapplication.

PEIL



ONSHOREORDERNO.1 oJNFIDENTIAL- TIGHTHOLE
GascoProductionCompany
Desert Sprinq Federal#32-1-10-18 Lease No.UTU-76482

2617 FNLand2472' FEL
SWNESec. 1, T10S - Ri8E DRILLINGPROGRAM

UintahCounty,Utah Page 10

b. Itisanticipatedthatthedrillingofthiswellwilltakeapproximately35 days.

c. The BLMinVernal,Utahshallbe notifiedofthe anticipateddate of locationconstruction
commencementand ofanticipatedspud date,

d. Nolocationwillbe constructedormoved,nowellwillbe plugged,andnodrillingorworkover
equipmentwillbe removedfroma wellto be placed in a suspendedstatuswithoutprior
approvalofthe AO. Ifoperationsare tobe suspended,priorapprovalofthe AOwillbe
obtainedandnotificationgivenbeforeresumptionofoperations.

e. The spud date willbe reportedorallyto the AOwithin48 hours afterspudding. If the
spuddingoccursonaWeekend orholiday,thereportwillbesubmittedonthefollowingregular
workday. Theoralreportwillbe followedupwitha SundryNotice.

f. InaccordancewithOnshoreOilandGasOrderNo.1, thiswellwillbe reportedonForm3160-

6"MonthlyReportofOperations",startingwiththemonthinwhichoperationscommenceand
continueeachmonthuntilthewellis physicallypluggedand abandoned. Thisreportwillbe
filedwiththeVernalBLMDistrictOffice,170 South500 East,Vernal,UT 84078.

g. ImmediateReport:Spills,blowouts,fires,leaks,accidents,oranyotherunusualoccurrences
shallbe promptlyreportedin accordancewiththerequirementsofNTL-3Aor its revision.

h. Ifa replacementrigiscontemplatedforcompletionoperations,a "SundryNotice"Form3160-

5 tothateffectwillbe filed,forpriorapprovaloftheAO,andallconditionsofthisapproved
planareapplicableduringalloperationsconductedwiththereplacementrig.

i. Shouldthewellbe successfullycompletedforproduction,theAOwillbe notifiedwhenthe
wellisplacedina producingstatus.Suchnotificationwillbe sentbytelegramorotherwritten
communications,not laterthan5 days followingthe date onwhichthe wellis placedon
production.

j. PursuanttoOnshoreOrderNo.7,withtheapprovaloftheDistrictEngineer,producedwater
maybe temporarilydisposedof intounlinedpitsfora periodofup to 90 days. Duringthe
periodso authorized,an applicationforapprovalofthepermanentdisposalmethod,along
withthe requiredwater analysisand otherinformation,mustbe submittedtotheDistrict
Engineer.
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k. PursuanttoNTL-4A,lessees oroperatorsareauthorizedtovent/flaregas duringinitialwell
evaluationtests,notexceedinga periodof30 days or the productionof50 MMCFofgas,
whicheveroccursfirst. Anapplicationmustbe filedwiththeDistrictEngineerandapproval
received,foranyventing/flaringofgas beyondtheinitial30 dayorauthorizedtestperiod.

l. Aschematicfacilitiesdiagramas requiredby43 CFR3162.7-5(b.9.d.),shallbe submittedto
the appropriateDistrictOfficewithinsixty(60) days of installationor first production,
whicheveroccursfirst.Allsitesecurityregulationsas specifiedinOnshoreOrderNo.3 shall
be adhered to. Allproductlinesenteringand leavinghydrocarbonstorage tankswillbe
effectivelysealedinaccordancewith43 CFR3162.7-5(b.4.).

m. A first productionconferencewillbe scheduledwithin15 days after receiptof thefirst
productionnotice.

n. Nowellabandonmentoperationswillbe commencedwithoutthepriorapprovaloftheAO.
Inthecaseofnewlydrilleddryholesorfailures,andinemergencysituations,oralapproval
willbe obtainedfromtheSO. A"SubsequentReportofAbandonment"Form3160-5,willbe
filedwiththeAOwithin30daysfollowingcompletionofthewellforabandonment.Thisreport
willindicate whereplugswere placed andthecurrentstatusof surfacerestoration. Final
abandonmentwillnot be approved untilthe surfacereclamationwork requiredby the
approvedAPDorapprovedabandonmentnoticehas been completedtothesatisfactionof
theAOor his representative,ortheappropriateSurfaceManagingAgency.

o. PursuanttoOnshoreOilandGasOrderNo.1, lessees andoperatorshavetheresponsibility
to see thattheirexploration,development,production,and constructionoperationsare
conductedina mannerwhichconformswithapplicableFederallawsandregulationsandwith
State and local laws and regulationsto theextentthatsuch State and local laws are
applicabletooperationsonFederalorIndianlands.

Bureau of Land Management
170 South 500 East
Vernal, Utah 84078

Phone: 435/781-4400 Fax: 435/781-4410
After Hours:

Matt Baker Petroleum Engineer 435/828-4470

Michael Lee Petroleum Engineer 435/828-7875
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ONSHOREOIL&GASORDERNO.1
NOTIFICATIONREQUIREMENTS

LocationConstruction-
forty-eight(48)hourspriortoconstructionoflocationandaccessroads.

LocationCompletion- priortomovingon thedrillingrig.

SpudNotice - at least twenty-four(24)hourspriortospuddingthewell.

CasingStringand - twenty-four(24)hourspriorto runningcasingand
Cementing cementingallcasingstrings.

BOPandRelated -
twenty-four(24) hourspriortoinitiatingpressuretests.

EquipmentTests

FirstProduction- withinfive(5)businessdays afternewwellbeginsor
Notice productionresumesafterwellhas been offproductionformorethan

ninety(90)days.

TheonsiteinspectionforthesubjectwellsitewasconductedonThursday,December1,2005. In
attendanceat theonsiteinspectionwerethefollowingindividuals:

KarlWright NaturalResourceSpecialist BureauofLandManagement
AmyTorres WildlifeBiologist BureauofLandManagement
CalebRounsaville FieldSupervisor GascoProductionCompany
HalMarshall CivilEngineer UintahEngineeringandLandSurveying

1. EXISTINGROADS

a. The proposedwellsiteis locatedapproximately25.3milessoutheastofMyton,Utah.
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b. DirectionstothelocationfromMyton,Utahareas follows:

ProceedsouthwesterlyonHighway40 for1.5 miles. Turnleftand proceedsoutheasterly
forapproximately11 milestotheCastlePeak Mine.Turnleftand proceedeastfor
approximately6.6 milesonthe8 mileflatroad. Turnrightandproceedsoutheasterly
approximately2.5 milesuntilreachinga forkintheroad.Continuesoutheasterly2.9 miles
untilreachinganotherforkintheroad.Turnrightandproceed0.6 miles.Turnleftonto
theproposedaccessandproceedeasterly1.2milesuntilreachingtheproposedlocation.

c. Forlocationofaccessroadswithina 2-Mileradius,see MapsA&B.

d. Improvementtoexistingmainroadswillnotbe required.

e. Allexistingroadswillbe maintainedandkeptingoodrepairduringalldrillingand
completionoperationsassociatedwiththiswell.

f. Existingroadsandnewlyconstructedroadsonsurfaceunderthejurisdictionofany
SurfaceManagingAgencyshallbe maintainedinaccordancewiththestandardsofthe
SMA.

2. PLANNEDACCESSROADS

a. Approximately1.2milesofnewconstructionwillbe necessary.

b. The maximumgradeofthenewconstructionwillbe approximately4%.

c. Culvertswillbe installedas deemed necessaryat thetimeofconstruction.

d. The last 1.2milesofnewaccessroadwascenterlineflaggedat thetimeofstaking.

e. The use ofsurfacingmaterialis notanticipated,howeveritmaybe necessarydepending
onweatherconditions.

f. Nocattleguardswillbe necessary.

g. Surfacedisturbanceandvehiculartravelwillbe limitedtotheapprovedlocationand
approvedaccessroute.Anyadditionalareaneeded willbe approvedinadvance.



ONSHOREORDERNO.1 oJNFIDENTIAL- TIGHTHOLE
GascoProductionCompany
Desert Sprinq Federal #32-1-10-18 Lease No.UTU-76482

2617'FNLand2472'FEL
SWNESec. 1,T10S- R18E SURFACEUSEPLAN
UintahCounty,Utah Page 3

h. Accessroadsand surfacedisturbingactivitieswillconformtostandardsoutlinedinthe
BureauofLandManagementandForestServicepublication:SurfaceOperating
StandardsforOiland Gas ExplorationandDevelopment,(1989).

i. The roadwillbe constructedlupgradedtomeetthestandardsoftheanticipatedtrafficflow
and allweather roadrequirements.Constructionlupgradingshallinclude ditching,
draining,graveling,crowingand cappingthe roadbedas necessarytoprovidea well
constructedsaferoad. Priorto upgrading,the roadshallbe clearedofanysnowcover
and allowedtodrycompletely.Travelingoffthe30 footright-of-waywillnotbe allowed.
Roaddrainagecrossingsshallbe ofthetypicaldrycreekdrainagecrossingtype.
Crossingsshallbe designedso theywillnotcausesiltationoraccumulationofdebrisin
thedrainagecrossingnorshallthedrainagesbe blockedbytheroadbed.Erosionof
drainageditchesby runoffwatershallbe preventedbydivertingwateroffat frequent
intervalsbymeans ofcutouts.Upgradingshallnotbe allowedduringmuddyconditions.
Shouldmudholesdevelop,theyshallbe filledinanddetoursaroundthemavoided.

j. NochemicalssubjecttoreportingunderSARATitleIllinan amountequaltoorgreater
than10,000poundswillbe used, produced,stored,transported,ordisposedofannually
in associationwiththedrillingofthiswell. Furthermore, noextremelyhazardous
substances,as definedin40 CFR355, inthresholdplanningquantities,willbe used,
produced,stored,transported,or disposedofinassociationwiththedrillingofthiswell.

k. A roadrightofwaywillbe requiredforSection1:S/2NE,NENE.Weherebyrequestthis
APDbe utilizedas theroadrightofwayapplication.

3. LOCATIONOFEXISTINGWELLSWITHINA 1-MILERADIUSOFTHEPROPOSEDLOCATION.
(SeeMap"C")

a. Waterwells- none

b. Injectionwells- none

c. Producingwells- seven

d. Drillingwells- none

e. Shut-inwells- one
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f. Temporarilyabandonedwells- none

g. Disposalwells-none

h. Abandonedwells- one

i. DryHoles- none

4. LOCATIONOFTANKBATTERIESANDPRODUCTIONFACILITIES.

a. Allpermanentstructures(onsiteforsixmonthsorlonger)constructedorinstalled
(includingoilwellpumpjacks)willbe paintedCarlsbadCanyon. Allfacilitieswillbe
paintedwithinsixmonthsofinstallation.Facilitiesrequiredtocomplywiththe
OccupationalSafetyandHealthAct(OSHA)willbe excluded.

b. Ifstoragefacilities/tankbatteriesareconstructedonthislease, thefacility/batteryorthe
wellpadshallsurroundedbya containmentdikeofsufficientcapacitytocontainat a
minimum,theentirecontentsofthe largesttankwithinthefacility/battery,unlessmore
stringentprotectiverequirementsaredeemednecessarybytheauthorizedofficer.

c. Ifthewellis productive,a productionfacilitylayoutwillbe submittedviasundry.

d. Allloadinglineswillbe placedinsidethebermsurroundingthetankbattery.

e. Gasmeterrunsforeachwellwillbe locatedwithin500feetofthewellhead.The gasflow
linewillbe buriedoranchoreddownfromthewellheadtotheseparator.Meter runswill
be housedand/orfenced.

1. Theoilandgas measurementfacilitieswillbe installedonthewelllocation.The oiland
gas meterswillbe calibratedinplacepriortoanydeliveries.Tests formeteraccuracywill
be conductedmonthlyforthefirstthreemonthsonnewmeterinstallationsandat least
quarterlythereafter.TheAOwillbe providedwitha date and timeforthe initialmeter
calibrationandallfuturemeterprovingschedules.Acopyofthemetercalibrationreports
willbe submittedtotheVernalFieldOffice.Allmetermeasurementfacilitieswillconform
withOnshoreOilandGasOrderNo.4 forliquidhydrocarbonsandOnshoreOilandGas
OrderNo.5 fornaturalgas measurement.

PEIL
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c. The use ofmaterialsunderBLMjurisdictionwillconformwith43 CFR3610.2.3.
Constructionmaterialwillnotbe locatedon lease.

d. Noconstructionmaterialswillbe removedfromFederalland.

7. METHODSOF HANDLINGWASTEDISPOSAL

a. The reservepitwillbe constructedso as nottoleak,break,orallowdischarge.

b. AttherequestoftheBLM,thereservepitwillbe linedwitha 12 milliner, Iffracturedrock
is encouritered,thepitwillbe firstlinedwithsufficientbedding(eitherstrawor dirt)to
coveranyrocks. The linerwilloverlapthepitwallsandbe coveredwithdirtand/orrocks
toholdit inplace.Notrash,scrappipe,etc.,thatcouldpuncturethe linerwillbe disposed
ofinthepit. Morestringentprotectiverequirementsmaybe deemed necessarybythe
A.O.

c. Burningwillnotbe allowed.Alltrashwillbe containedina trashcageanditscontents
removedat theendofdrillingoperationsandhauledtoan approveddisposalsight.

d. Afterfirstproduction,producedwastewaterwillbe confinedtoa unlinedpitor storage
tankfora periodnottoexceedninety(90)days. Duringthe90-dayperiod,inaccordance
withOnshoreOrderNo.7, an applicationforapprovalofa permanentdisposalmethod
andlocation,alongwiththe requiredwateranalysis,willbe submittedfortheAO's
approval.Failuretofilean applicationwithinthetimeallowedwillbe consideredan
incidentofnoncompliance.

e. Drillcuttingsaretobe containedandburiedinthereservepit.

f. Anysaltsand/orchemicalswhicharean integralpartofthedrillingsystemwillbe
disposedofinthesamemanneras thedrillingfluid.

g. Achemicalporta-toiletwillbe furnishedwiththedrillingrig.

h. The producedfluidswillbe producedintoa testtankuntilsuchtimeas constructionof
productionfacilitiesis completed.Anyspillsofoil,gas saltwateror otherproducedfluids
willbe cleanedup and removed.
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8. ANCILLARYFACILITIES

Thereare noairstrips,camps,orotherfacilitiesplannedduringthedrillingoftheproposedwell.

9. WELLSITELAYOUT

a. Theoperatororhis/hercontractorshallcontacttheBLMOfficeat435/781-4400 forty-
eight(48)hourspriortoconstructionactivities.

b. ARip-Rapwillbe installedat corners2 and7 due totheproximitytothewash.

c. The reservepitwillbe locatedonthewest sideofthe location.

d. Theflarepitwillbe locatedonthenorthsideofthereservepit, a minimumof100 feet
fromthewellhead and20 feet fromthereservepitfence.

e. The stockpiledtopsoil(firstsixinches)willbe storedon thesouthsideofthe location,
between Corners2 and 4. Topsoilalongtheaccess routewillbe wind rowedon theuphill
side.

f. Accesstothewellpad willbe fromthenorthas shownonthePit&Pad Layout.

g. See LocationLayoutfororientationofrig,crosssectionofdrillpad andcutsandfills.

h. The locationofmudtanks;reservepit,trashcage;piperacks;livingfacilitiesandsoil
stockpileswillbe shownontheLocationLayout.

i. Allpitswillbe fencedaccordingtothefollowingminimumstandards:

1. 39 inchnetwireshallbe usedwithat leastonestrandorbarbedwireontopof
thenetwire(barbedwireis notnecessaryifpipeorsometypeofreinforcement
rodis attachedtothetopoftheentirefence).

2. The netwireshallbe no morethan2-inchesabovetheground. Thebarbedwire
shallbe 3-inchesabovethenetwire. Totalheightofthefence shallbe at least
42-inches.

PEIL
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3. Cornerpostsshallbe cementedand/orbracedinsucha mannertokeep the
fence tightatalltimes.

4. Standardsteel,wood,or pipeposts shallbe used betweenthecornerbraces.
Maximumdistancebetweenanytwoposts shallbe no greaterthan16 feet.

5. Allwireshallbe stretched,byusinga stretchingdevice,beforeitis attachedto
thecornerposts.

j. The reservepitfencingwillbe on threesidesduringdrillingoperationsand on thefourth
sidewhentherigmovesoffthe location.Pitswillbe fencedandmaintaineduntilcleanup.

10. PLANSFORRESTORATIONOFSURFACE

ProducinqLocation

a. Immediatelyuponwellcompletion,thelocationandsurroundingareawillbe clearedofall
unusedtubing,equipment,debris,materials,trashand junknot requiredforproduction.

b. Immediatelyuponwellcompletion,any hydrocarbonson thepitshallbe removedin
accordancewith43 CFR3162.7-1.

c. Ifa plasticnylonreinforcedlineris used itshallbe tornandperforatedbeforebackfillingof
thereservepit.

d. The reservepitandthatportionofthelocationnotneeded forproductionfacilitiesor
operationswillbe recontouredtotheapproximatenaturalcontours.The reservepitwillbe
reclaimedwithin120days fromthedate ofwellcompletion.Beforeanydirtworktakes
place,thereservepitmusthave allfluidsandhydrocarbonsremovedandallcans,
barrels,pipe,etc.,willbe removed.

e. Reclamationofunuseddisturbedareasonthewellpad/access roadno longerneeded for
operations,suchas cutslopes,andfillareaswillbe accomplishedbygrading,leveling
andseedingas recommendedbytheAuthorizedOfficer.Aseedmixturewillbe specified
bytheBureauofLandManagementin theirConditionsofApprovalforthesubjectwell.
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Seedingwillbe performedimmediatelyafterthelocationhas been reclaimedandthepit
has been backfilled,regardlessofthetimeofyear. Seed willbe broadcastandwalkedin
witha dozer.

f. The topsoilstockpilewillbe seededas soonas the locationhas been constructedwiththe
samerecommendedseedmix. Theseed willbe walkedinwitha cat.

g. Thefollowingseedmixturehas been recommendedbytheBLM.

Species #/s perAcre

Shadscale 3

Gardner 3

CrestedWheatgrass 3

IndianRicegrass 3

TOTAL 12

DryHole

h. Atsuch timeas thewellis pluggedand abandoned,theoperatorshallsubmita
subsequentreportofabandonmentandBLMwillattach theappropriatesurface
rehabilitationconditionsofapproval.

InterimSurfaceReclamationwillbe as follows:

1. Immediatelyafterfinalwellcompletion,the locationandsurroundingareawillbe cleared
ofallunusedtubing,materials,trash,anddebrisnotrequiredforproductionoperations.

2. Beforeanydirt workassociatedwithlocationrestorationtakesplace,thereservepitshall
be as dryas possible. Alldebrisinthereservepitwillbe removed.Otherwaste andspoil
materialswillbe disposedofimmediately,weatherpermitting,uponfinalwellcompletion.

3. Ifa synthetic,nylonre-enforced,lineris used, theexcesslinerwillbe cut offandremoved
andtheremaininglinerwillbe tornandperforatedwhilebackfillingthereservepit.
Alternatively,thepitwillbe pumpeddry,thelinerfoldedintothepit,andthepitbackfilled.
The linerwillbe buriedtoa minimumoffour(4) feet deep.
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4. The reservepitwillbe reclaimedwithin180days fromthedate offinalwellcompletion,
weatherpermitting.

5. The reservepitandthatportionofthe locationnotneededforproductionand storage
facilities,andeverydayproductionoperations,willbe reshapedtotheapproximateoriginal
contourstotheextentpossible. Thiswillbe completedbybackfillingand crowningthepit
topreventwaterfromstanding.Topsoilwillbe re-spreadup tothe riganchorpoints,
excludingthearea neededforproductionandstoragefacilitiesand everydayproduction
operations. Re-seeding,usingappropriatereclamationmethods,willoccurimmediately
followingthere-spreadingoftopsoil,weatherpermitting.TheAuthorizedOfficerwill
providea seedmixturetore-vegetatethereservepitandotherunuseddisturbedareasat
thetimeoftheonsite.

11. SURFACEOWNERSHIP

AccessRoads - The majorityoftheaccessroadsaremaintainedbytheCountyRoadDepartment
ortheBureauofLandManagement.

Wellpad - Thewellpad is locatedon landsmanagedbytheBLM.

12. OTHERINFORMATION

a. AClassIllarcheologicalsurveywillbe conductedbyGrandRiverInstitute.Acopyofthis
reportwillbe submittedtotheappropriateagenciesbyGrandRiver.

b. Theoperatoris responsibleforinformingallpersons intheareaswhoareassociatedwith
thisprojectthattheywillbe subjecttoprosecutionforknowinglydisturbinghistoricor
archaeologicalsites,orforcollectingartifacts.Ifhistoricorarchaeologicalmaterialsare
uncoveredduringconstruction,theoperatoristoimmediatelystopworkthatmightfurther
disturbsuchmaterials,andcontacttheauthorizedofficer(AO).Withinfiveworkingdays
theAOwillinformtheoperatoras to:

-whether thematerialsappeareligiblefortheNationalRegisterofHistoricPlaces;

-the mitigationmeasurestheoperatorwilllikelyhave to undertakebeforethesite canbe
used (assuminginsitupreservationis notnecessary);and

PElk
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-a timeframefortheAOtocompleteand expeditedreviewunder36 CFR800.11to
confirm,throughtheState HistoricPreservationOfficer,thatthefindingsoftheAOare
correctandthatmitigationisappropriate.Iftheoperatorwishes,at anytime,torelocate
activitiestoavoidtheexpenseofmitigationand/orthedelaysassociatedwiththis
process,theAOwillassumeresponsibilityforwhateverrecordationandstabilizationof
theexposedmaterialsmaybe required.Otherwise,theoperatorwillbe responsiblefor
mitigationcosts. TheAOwillprovidetechnicalandproceduralguidelinesfortheconduct
ofmitigation.UponverificationfromtheAOthatrequiredmitigationhas been completed,
theoperatorwillthenbe allowedto resumeconstruction.

c. Theoperatorwillcontrolnoxiousweeds alongrights-of-wayforroads,pipelines,wellsites,
orotherapplicablefacilities.Alistofnoxiousweeds maybe obtainedfromtheBLM,or
theappropriateCountyExtensionOffice.OnBLMadministeredlanditis requiredthata
PesticideUseProposalshallbe submitted,and givenapproval,priortotheapplicationof
herbicidesorotherpesticidesorpossiblehazardouschemicals.

d. Drillingrigsand/orequipmentusedduringdrillingoperationsonthiswellsitewillnotbe
stackedorstoredonFederalLandsaftertheconclusionofdrillingoperationsorat any
othertimewithoutBLMauthorization.However,ifBLMauthorizationis obtained,it is only
a temporarymeasure.

e. Alllease and/orunitoperationswillbe conductedin sucha mannerthatfullcomplianceis
madewithallapplicablelaws,regulations,OnshoreOilandGas Orders,theapproved
planofoperations,and any applicableNoticeto Lessees. Theoperatoris fully
responsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswillbe
furnishedthefieldrepresentativeto insure compliance.

f. AcompletecopyoftheapprovedAPDshallbe onlocationduringconstructionofthe
locationanddrillingactivities.

g. There willbe nodeviationfromtheproposeddrillingand/orworkoverprogramwithout
priorapprovalfromtheAO. Safe drillingand operatingpracticesmustbe observed.All
wells,whetherdrilling,producing,suspendedorabandonedwillbe identifiedin
accordancewith43 CFR3162.

h. "SundryNoticeandReportonWells"(Form3160-5)willbe filedforapprovalforall
changesofplansandotheroperationsinaccordancewith43 CFR3162.3-2.
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i. Thispermitwillbe validfora periodofone year fromthedate ofapproval.Anextension
periodmaybe granted,ifrequested,priortotheexpirationoftheoriginalapprovalperiod.
Afterpermittermination,a newapplicationwillbe filedforapprovalforanyfuture
operations.

j. TheoperatororhiscontractorshallcontacttheBLMOfficesat 435/781-440048 hours
priortoconstructionactivities.

k. The BLMOfficeshallbe notifieduponsite completionpriortomovingonthedrillingrig.

13. LESSEE'SOROPERATOR'SREPRÉSENTATIVEANDCERTIFICATION

PermitMatters Drilling&CompletionMatters

PERMITC0INC. Gasco Production Company
14421 CountyRoad10 8 InvernessDriveEast, Suite100
Ft.Lupton,CO80621 Englewood,CO80112
303/857-9999 (0) John Longwell
303/857-0577(F) 303/483-0044(0)
LisaSmith 303/483-0011(F)

ShawnElworthy- FieldSuperintendent
Roosevelt,UT
435-823-4272(cell)

CERTIFICATION

IherebycertifythatI,orpersonsundermydirectsupervision,have inspectedtheproposeddrill
siteandaccessroute;thatIamfamiliarwiththeconditionswhichpresentlyexist;thatthe
statementsmadeinthisplanare,tothebest ofmyknowledge,trueandcorrect;and,thatthe
workassociatedwiththeoperationsproposedhereinwillbe performedbyGasco Production
Companyanditscontractorsandsubcontractorsinconformitywiththeplanand thetermsand
conditionsunderwhichitis approved.

Thisstatementis subjecttotheprovisionsof18.U.S.C.1001forthefilingofa falsestatement.

January3, 2006 MO L De p 4
Date: Venessa Langmacher- PERMITCOINC. g e

AuthorizedAgentfor:
GascoProduction



PIPELINEINFORMATION
Federal #32-1-10-18

1. The typeofpipelineis a singlewellflowline.

2. Theoutsidediameter(O.D.)ofallwillbe 8 inchesmaximum.

3. Theanticipatedproductionthroughthelineis approximately2000 MCFper day.

4. Theanticipatedmaximumtestpressureis 1000psi.

5. Theanticipatedoperatingpressure is 100-200 psi.

6. The typeofpipeis steel.

7. The methodofcouplingiswelded.

8. The pipelinewillbe laidonsurface,butwillbe buriedunderthewashcrossings.

9. Thereareno otherpipelinestobe associatedinsamerightofway.

10. There willbe otherobjectstobe associatedin the samerightofway.(Risers,Pig LaunchersPig
Traps,metersandotherappurtenancesas required.)

11. The totallengthofpipelineis approximately6700feet - see MapD

12. Thelinewillbe laidonsurfacetominimizedisturbancealongthewash,as shownonMapD. Where
possible,thepipelinewillfollowexistingor proposedroads.

13. Theconstructionwidthfortotalsurfacedisturbingactivitiesis 30 feet.

14. Theestimatedtotalacreageinvolvingallsurfacedisturbingactivitiesis4.6 acres.

15. Anysurfacedisturbancecreatedas a resultofthepipelineconstructionwillbe reclaimedutilizingthe
reclamationproceduresandseedmixturespecifiedbytheBureauofLandManagement.

16. The linewillbe testedwithgas pressureto1000 psi.

PEILIIT



GASCO PRODUCTION COMPANY
FEDERAL #32-1-10-18

LOCATED IN UINTAH COUNTY, UTAH
SECTION 1, T10S, R18E,S.L.B.&M.

PHOTO: VIEW FROM CORNER#5TO LOCAT! STAKE CAMERAANGLE:EASTERLY

PHOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS CAMERA ANGLE: EASTER LY

, Uinta.hEngineering & Land SurveyioS LOCATinN PHOTos 02 25 04 m..o-ro
$5 South 200 East Vernal Utali 84078 ONTI DX YEAR

sim no-
. _ 435 789 10 17 uels uelsinc.com TAKENBY:N.H. DRAWNBY:P.M. REV:11-12-05









(EXISTING PIPELINE

PROPOSED LOCATION:

APPROXIMATE TOTAL PIPELINE DISTANCE = 6,700'+/-
LEGEND: GASCO PRODUCTION COMPANY

PROPOSED ACCESS ROAD N FEDERAL #32-1-10-18
------ EXISTING PIPELINE SECTION 1, T10S, R18E, S.L.B.&M.

------------- PROPOSED PIPEI.INE
2617' FNL 2472' FEL

IE Uintah Engineering & Land Surveying TOPOGR A PH I c 02 25 04
85 South 200 East Vernal, Utah 84078 M A P ONTl DAY YEAR

(435) 789--1017 * FAX (435) 789-1813
SCALE: I" = 1000' DRAR'NBV:P.M. REV:11-1245



GASCO PRODUCTION COMPAN f proposed access
Road

LOCATION LAYOUT FOR

FEDERAL //32-1--10-18
Prevailing S Winds SECTION 1, T10S, R18E, S.L.B.&M.

Apeprox.

(_ ' 2617' FNL 2472' FEL Fill Slope -

.

SCALE: 1" = 50' 65 Sta. J+80
DATE: 11-22-05

.

Drawn By P.M. 7"
-Í.Ô

B. 60.6'

CONSTRUCT
RIP-RAP
AS NEEDED

Pit Topsoil

Approx- Reserve Pit Backfill
Top of Spoi/s Stockpile
Cut Slope

o
Illlli

FL P/T PIPE RACKS

C-24.1' C-9.9'
20' WIDE BENCH

20'
a 865 E 72.7

1 O'
DO OUSE

150' Sta. 1+80

(btm. pit)

Toto/ Pit copacity E 55. J'
W/2' of Freeboard
= 13,900 Bb/s. ± Ii

- 8 84.0 -

Total Pil Volurne e
¯

= J, 9]O Co. Yds I I -

I \ PUMP

MUD SHED

TOILET

HOPPER

POWER

TRASH
RESERVE P/TS TOOLS

(10' Deep)

8. 87.4' ,

FUEL g 0+_55 S RAG

C--J5.0' 20' WIDE BENCH/DIKE 6 .4

F-8.5, Round Corners
(btm. pit) ,

as Needed
8. 5J.9 E/. 49.7'

3
Sta. 0+00 . J 2
CONSTRUCT

Reserve Pit Bockfi// RIP-RAP

Spoi/s Stockpi/e AS NEEDED

E/ 55.2' s
Topsoil Stockpile

Rev. Ungroded Ground at Location Stake = 4772. J
, UINTAH ENCINEERING & LAND SURVEYING

Bev. Graded Ground at Location Stoke = 4762.4 85 So. 200 East * Vernal, Utah 84078 * (801)



GASCO PRODUCTION COMPAN Y
TYPICAL CROSS SECTIONS FOR

x-section FEDERAL #32-1-10--18
scale SECTION 1, T10S, R18E, S.L.B.&M.

1" = so' 2617' FNL 2472' FEL
DATE: 11-22-05 65' 150'
Drawn By: P.M.

Finished Grade

CUT E/LL CUT

STA. J+80
Slope 1 1/2: 1

10' 100' 45' 150'
LOCA T/ON STAKE

IIBITN¯II¾llElllIII¯¯\\L-
STA. 1+80

10 00' 45' 150'

Preconstruction ,

Grade 45 150'

NOTE:
Topsoil should not be
Stripped Below Finished STA O
Grade on Substructure Area.

* NO TE:
E/LL QUANT/TY /NCLUDES

APPROXIMATE YARDAGES 5% EOR COMPACT/ON

CUT EXCESS MATERIAL = 37,260 Cu. Yds.
(6") Topsoil Stripping = 2,700 Cu. Yds.

Topsoil & Pit Backfill = 4,670 Cu. Yds.

Remaining Location = 47,710 Cu. Yds. (1/2 Pit Vol.)

EXCESS UNBALANCE = J2,590 Cu. Yds.
TOTAL CUT = 50,410 CU.YDS. (After Rehabilitation)

FILL = 13,150 CU.YDS. UINTAH ENGINEERING & LAND SURVEYING
85 So. 200 East * Vernal. Utah 84078 * (801)



FEDERALSTIPULATIONSANDTIMINGRESTRICTIONS

AnyFederalStipulationswillbe attachedas a conditionofapproval.

PEIL





SPECIAL STATUS PLANT SPECIES REPORT

GASCO PRODUCTION COMPANY
WELL LOCATIONS, ACCESS ROADS, AND PIPELINES

Desert Spring Federal 32-1-10-18, SESE Section 1 T 10S R 18E
Island Federal 21-23-10-18, NENW Section 23 T 10S R 18E

Wilkin Ridge Federal 32-17-10-17, SWNE Section 17 T 10S R 17E
Wilkin Ridge Federal 24-20-10-17, SESW Section 20 T 10S R 17E

SWCA Environmental Consultants

PROPOSED PROJECT:
Gasco Production Company proposes to drill the above listed wells in the above legal
locations. Approximately 4,816 feet of new toad would be constructed to access the well

locations. If the well goes into production, approximately 8,133 feet of pipeline would be

built.

SITE DISCRIPTION:
The proposed project is underlain by sedimentary deposits of the Uinta Formation of Late

Middle Eocene age at elevations ranging from 4,800 feet to 6,100 feet. The vegetation within

the area of each of the wells is a desert shrub community consisting of shadscale saltbush,

black sagebrush, fringed sagebrush, winterfat, black greasewood (near washes), rubber

rabbitbrush (near washes), broom snakeweed, Mormon tea, scarlet globemallow, Indian
ricegrass, needle and thread grass, intermediate wheatgrass, blue grama, galleta grass,
Lepidiumspecies, Phaceliaspecies, multiple species of Eriogonum,and prickly pear cactus.

Halogeton can be found in small amounts within the native vegetation. Cheat grass was only

found along washes. Russian thistle was found within disturbed areas.

SURVEY METHODOLOGY:
Past surveys, geology, elevations, and vegetation types were reviewed to determine what

special status plant species had the potential to occur on the project sites. Sclerocactus
glaucus is the only special status species that has potential habitat in the project sites

(Appendix A). A qualified biologist conducted a survey for the presence/absence of Uinta
Basin hookless cactus (Sclerocactusglaucus)at three proposed well locations, access roads, and

pipelines on October 4, 2005. Each proposed well location, access road and pipeline was

walked at 5-foot intervals to detect the presence/absence of this species.
~¯

PRESENCE/ABSENCE SURVEY:

Wilkin Ridge Federal 32-17-10-17 - This proposed well and associated access road and

pipeline is located at approximately 6100' in elevation. The soils are generally silty sand with

surface rocks. Patches of sandy clay are also present. The project area consists of tolling

hills cut by a network of washes. Slopes within the project area boundaries range from 0-

5%. Surface bedrock outcropping are



No populations or suitable habitat for special status plant species was found along the

proposed access road, pipeline and well location.

Island Federal 21-23-10-18 - This proposed well and associated access road and pipeline is

located at approximately 5100' in elevation. Soils are generally sand loam with surface rocks.

The project area consists of tolling hills cut by a network of washes. Slopes within the

project area boundaries range from 0-30%.

Approximately 0.5 acres of suitable habitat for the Uinta Basin hookless cactus exists along

the proposed access road, pipeline and well location. Habitat is typical for that of the Uintah

Basin hookless cactus, sandy loam soils with surface rocks. The well location and access road

was not moved to avoid suitable habitat due to topographic constraints. The pipeline has

been re-route to follow an existing road and not cross-country. No individuals were found

during a presence/absence survey of the project site.

Desert Spring Federal 32-1-10-18 - This proposed well location is located in Desert Springs

Wash at approximately 4800' in elevation. Soils are sandy with surface rocks. Slopes within

the project area boundaries range from 0-30%.

Less than 0.1 acres of suitable habitat for the Uinta Basin hookless cactus exists at the

proposed well location. It is an isolated patch of marginal habitat located at the center of the

well. The well location was not moved to avoid suitable habitat due to topographic

constraints. No individuals were found during a presence/absence survey of the project site.

Wilkin Ridge 24-20-10-17 - The project area is at approximately 6100' in elevation. The

soils are generally silty sand with surface rocks. Patches of sandy clay are also present. The

project area consists of rolling hills cut by a network of washes. Slopes within the project

area boundaries range from 0-5%. Surface bedrock outcropping are present. Active
burrows were seen along many surveyed access roads. Antelope and cottontails were also

seen within project boundaries.

No populations or suitable habitat for special status plant species was found along the

proposed access road, pipeline and well location.

DETERMINATIONS AND RECOMMENDATIONS:
Individuals of Uinta Basin hookless cactus are not located within the area of proposed
surface disturbance. Construction of the proposed well site and associated access roads "may

affect but not likely adversely affect" Uinta Basin hookless cactus individuals.

Shawn Childs Date
Biologist/Project
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GA800
EnergyInc

Bureau of Land Management
vernal Field office
170 5. 500 E.
vernal, UT 84078

Attn: Minerals

Re: All Wells
Uintah county, Utah

Gentlemen:

This letter is to inform you that Permitco Inc. is
authorized to act as Agent and to sign documents on behalf of
(company Name) when necessary for filing county, state and
federal permits including onshore order No. 1, Right of way
applications, etc., for the above mentioned well.

It should be understood that Permitco is acting as Agent

only in those matters stated above and is not responsible for
drilling, completion, production or compliance with regulations.

y«Sco &½ , &c.. Rannomio 6 4 (Company Name)
agrees to accept fu 'responsibility for ope ations conducted in
order to drill, complete and produce the above-mentioned well.

Sincerely,

o . ngwell
O ratio s



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 05/08/2006 API NO. ASSIGNED: 43-047-38086

WELL NAME: DESERT SPRING FED 32-1-10-18

OPERATOR: GASCO PRODUCTION ( N2575 ) PHONE NUMBER: 303-857-9999

CONTACT: VENESSA LANGMACHER

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SWNE 01 100S 180E .Tech Review Initials Date
SURFACE: 2617 FNL 2472 FEL

BOTTOM: 2617 FNL 2472 FEL Engineering

COUNTY: UINTAE Geology
LATITUDE: 39.97294 LONGITUDE: -109.8405

UTM SURF EASTINGS:599021 NORTHINGS: 4425187 Surface

FIELD NAME: UTELAND BUTTE ( 695 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-76482 PROPOSED FORMATION: BLKHK

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond: Fed[1] Ind[] Sta[] Fee[]
Unit:

(No. UT-1233 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit p R649-3-3. Exception
(No.43-1721 )

RDCC Review (Y/N)
Drilling Unit

(Date: ) Board Cause No:
Eff Date:

Fee Surf Agreement (Y/N) Siting:

Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:



STATE I3 36A i g in g s,

DISIR1sPRINGS EIGHT MILE FLAT NORTH FIELD
$1144918

T9S RISE

T10S R18E

DI biR1 5PRIM.
I i D 21-1-10 18

RBU I-ID

Ulli tNDNI 4121018

STATE I-2D

NATURAL B

IIDIRil
12-1 10-18

DI¾IRI SPRING

I I D 32 I 10-18

I

IIDIRil
23-1 10-18

UTELAND BUTTE FIELD

RBU 16·2D

I I It

OPERATOR: GASCO PROD CO (N2575)

SEC: 1 T. 10S R. 18E

FIELD: UTELAND BUTTE (695)

COUNTY: UINTAH
Wells Status

SPACING:R649-3-3/EXCEPTIONLOCATION GASINJECTION Utah OilGas and Meine
GAS STORAGE

x LOCATION ABANDONED
NEW LOCATION

Field Status Unit Status PLUGGED & ABANDONED
ABANDONED EXPLORATORY PRODUCING GAS
ACT]VE GS ST LRAGE g pSRHOD IGNASOIL

COMBINED NF SECONDARY e SHUT-IN OIL
INACTlV PENDING )s( TEMP. ABANDONED
PROPOSI D OG

S
, TEST WELL

,
- I N. TTD PP GEOTHERML & WATER INJECTION

I - PP OIL g WATER SUPPLY PREPARED BY:DIANA WHITNEY

SECONDARY WATER DISPOSAL DATE: 9-MAY-2006
TERMINATED



JON M. HUNTSMAN, JR.
Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah May 19, 2006
Department of

Natural Resources

MICHAEL R. STYLER
Executive Director

Gasco Production Company
Division of 8 Inverness Drive East, Suite 100

Oil, Gas & Mining Englewood, CO 80112
JOHN R. BAZA
Division Director

Re: Desert Spring Federal 32-1-10-18 Well, 2617' FNL, 2472' FEL, SW NE,
Sec. 1, T. 10 South, R. 18 East, Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

Appropriate information has been submitted to DOGM and administrative
approval of the requested exception location is hereby granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-047-38086.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Uintah County Assessor
Bureau of Land Management, Vernal District Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801

telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www



Operator: Gasco Production Company
Well Name & Number Desert Spring Federal 32-1-10-18

API Number: 43-047-38086
Lease: UTU-76482

Location: SW NE Sec.__1_ T. 10 South R. 18 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the



STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5 LEASE DESIGNATIONAND SERIAL NUMBER:
I - * * UTU-76482

SUNDRY NOTICESAND REPORTS ON WELLS 6 NDIAN,ALLOTTEEOR TRIBE NAME:

7 UNITor CA AGREEMENT NAME
Do not use this form for proposals to drill new wells, significantly deepen existingwells below current bottom-hole depth, reenter plugged wells, or to NAdrill horizontal laterals Use APPLICATION FOR PERMIT TO DRILLform for such proposals,

i TYPE OF WELL 8. WELLNAME and NUMBEROIL WELL GAS WELL OTHER Desert Spring Federal 32-1-10-18
2. NAMEOF OPERATOR 9. API NUMBER:

Gasco Production Company 4304738086
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT
8 Inverness Dr E, Ste 100 Englewood Co 80112 (303) 483-0044 Uteland Butte

4. LOCATION OF WELL

FOOTAGESATSURFACE 2617' FNL & 2472' FEL COUNTY Uintah

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SWNE 1 10S 18 STATE
UTAH

11 CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION2 NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date of work completion

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER Extend Permit
CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

Gasco Production Company would like to request a one year extension on this APD from the date it is due to expire (May 19,
2007)

Approvedby the
Utah Divisionof

Oil,Gas and Mining

Dat '

verly Walker TITLE Engineering Technician

DATE 5/11/2007

(This space for State use only)

RECEIVED
MAY18 2007

(5/2000) (See Instructions on Reverse Side)

DIV.0F0tL,GAS&



Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 4304738086
Well Name: Desert Spring Federal 32-1-10-18

Location: SW NE Section 1-T10S-R18E Uintah County Utah
Company Permit Issued to: Gasco Production Company
Date Original Permit Issued: 5/19/2006

The undersigned as owner with legal rights to drillon the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Following is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? Yes O No O

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? YesO Nom

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesO Nom

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesO No IZI

Has the approved source of water for drilling changed? YesO NoO

Have there been any physical changes to the surface location or access route
which will require a change in plans from what was discussed at the onsite
evaluation? YesO NoO

Is bondin still in place, which covers thisproposed well? YesŒNoO

ignature Date

Title: Beverly Walker

Representing: Gasco Production Company

RECEIVED
MAY18 2007

DIV.OFOIL,GAS&



United States Department of the Interior
BUREAU OF LAND MANAGEMENT

Vemal Field Office
170 South 500 East TAKE PRIDE°
Vemal, UT 84078 INAM ERICA

(435) 781-4400 Fax: (435) 781-4410

IN REPLY REFER TO:

3160
UTO8300

September 7, 2007

Venessa Lang macher j g0Ú'
Permitco Inc. I

14421 County Road 10
Fort Lupton, CO 80621

Re: Well No. Desert Spring Federal 32-1-10-18
SWNE, Sec. 1, T10S, R18E
Uintah County, Utah
Lease No. UTU-76482

Dear Ms. Langmacher:

The Application for Permit to Drill(APD) the above referenced well submitted January 5, 2006 is
being returned to you unapproved per Darren Williams. It is being returned to the operator as
unable to process as the proposed action is located withinthe Desert Spring Wash 100-year
floodplainwhich is inconsistent with the Applicant Committed Measures/Decision Record for the
Riverbend EA.

Ifyou have any questions concerning this matter, please contact Darren Williams at (435) 781-

4447 or Cindy Severson at (435) 781-4455.

Sincerely,

erry Kenczka
Assistant Field Manager
Lands &Minerals Resources

Enclosures

cc: UDOGM -- Diana Mason
Gasco Production



Stak of Utah -

DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
Erecutive Director

JON M. HUNTSMAN, JR.
ÛiVISiOn of Oil Gas and Mining

Governor JOHN R. BAZA
Division Director

GARY R. HERBERT September 19, 2007
Lieutenant Governor

Venessa Langmacher
Permitco Inc.
14421 County Road 10
Fort Lupton, CO 80621

Re: APD Rescinded - Desert Spring Federal 32-1-10-18, Sec. 1, T. 10S,
R. 18E, Uintah County, Utah API No. 43-047-38086

Dear Ms. Langmacher:

The Application for Permit to Drill (APD) for the subject well was
approved by the Division of Oil, Gas and Mining (Division) on May 19, 2006.
On May 21, 2007, the Division granted a one-year APD extension. On September
17, 2007 the Division received a letter from the Bureau of Land Management
(BLM), which states that the permit filed with the BLM is being returned. No
drilling activity at this location has been reported to the division. Therefore,
approval to drill the well is hereby rescinded, effective September 19, 2007.

A new APD must be filed with this office for approval prior to the
commencement of any future work on the subject location.

If any previously unreported operations have been performed on this well

location, it is imperative that you notify the Division immediately.

Sincerely,

iana Mason
E vironmental Scientist

ec: Well File
Bureau of Land Management, Vernal

1594West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801

telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • wwwogm.utak
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